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Description:  
Supreme Gold High Mileage 10W40  is a high quality motor oil designed for gasoline engine service in 
high mileage vehicles.  It is formulated with high quality, high viscosity index base oils, a proven additive 
system with additional detergents, dispersants, rust and high temperature oxidation inhibitors, and 
antiwear protection performance additives. Supreme Gold High Mileage 10W40  is also formulated with 
a special viscosity index improver which provides excellent low temperature pumpability. 

 
Features and Benefits: 

�  Higher viscosity to reduce oil use. 
�  Excellent volatility control reducing oil consumption.   
�  Quality balanced formula promotes engine cleanliness and extends life of PCV system. 
�  Enhanced deposit control reduces wear, protecting highly loaded engine parts. 
�  Special seal conditioners to maintain engine seals in excellent condition preventing oil leaks. 
�  Excellent oxidation protection needed for high temperature operating conditions. 
�  Supreme Gold High Mileage 10W40 can also be used where API Services SL, SJ, SH, SG, SF, 

SE, SD, SC / CC are specified. 
 

 
  

Typical Application: 
 
Supreme Gold High Mileage 10W40 is a proven lubricant specially formulated for use in older vehicles or those 
with more than 70,000 miles as well as vintage cars and pickups.  It is formulated to exceed a variety of 
specifications and engine manufacturers' requirements. 
 

 

Typical Physical and Chemical Specifications 
                                               Supreme Gold High Mileage 10W40 
API Service             SL 
Viscosity @ 40� C, cSt 78.0 
Viscosity @ 100� C, cSt 14.6 
Viscosity Index 190 
API Gravity 28.8 
Pour Point � F -30 
MRV-TP1, cP @ -30�  46,000 
CCS, cP @ -25� C� 6600 


